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ORDINANCE NO. 0-9%- of 
AN ORDINANCE AMENDING ARTICLE 4 MINIMUM DESIGN REQUIREMENTS OF THE 
SUBDIVISION ORDINANCE OF TEE CONWAY LAND DEVELOPMENT CODE; DECLAR- 
ING AN EMERGENCY AM) FOR OTHER PURPOSES: 

t 

NOW, THEREFORE, BE IT ORDAINED BY THE CITY COUNCIL OF THE CITY OF 
CONWAY, ARKANSAS : 

SECTION 1: That Article 4 Minimum Design Requirements, 4-1.12 
of the Subdivision Ordinance of the Conway Land Development Code 
be amended to read as follows: 

".12 Cul-de-sac streets or courts designed to have one end perma- 
nently closed or streets or street loops with a single access 
shall have a distance no greater than six hundred and fifty (650) 
feet from the point of access to the nearest point of the furthest 
lot with the distance measured along the shortest route within the 
street right-of-way. Cul-de-sacs shall have provided at the 
closed end a turnaround having an outside right-of-way diameter of 
no less than one hundred (100) feet. 

The maximum number of living units served by a single access sha1:L 
be twenty-four (24). For more than twenty-four (24) living units, 
there shall be no fewer than two access routes. For one hundred 
(100) or more living units, the two access routes must be no less 
than three hundred and thirty (330) feet apart, measured from 
centerline to centerline of street rights-of-way, or a third ac- 
cess route must be provided. For more than 240 living units, 
three access routes must be provided. 

In the case of single lot, multi-family developments with 100 or 
more living units, the two access routes must be no less than 
three hundred and thirty (330) feet apart from centerline to cen- 
terline of the access routes, and the furthest building from an 
access point must be no further than six hundred and fifty (650) 
feet, or a third access route must be furnished. For more than 
240 living units within a single lot, multi-family development, 
three access routes must be provided. 

These 

An access route is defined to be a continuous, uninterrupted ve- 
hicular travelway which begins as a departure from a collector, 
minor arterial, or major arterial, as defined in the Functional 
Classification System for Conway's Streets, and extends to the 
nearest point of each lot occupied by a living unit or living 
units, or, in the case of a single lot multi-family development, 
to the paved point nearest to each building housing living units. 

access- routes 'must be in the form of dedicated street 




